
S P E C S  A N D  F A C T S

Q U B E

QUBE

Typ
Prinzip
Nenn./Musikbelast. (W)
Übertragungsbereich (Hz)
Übergangsfrequenz (Hz)
Eingangsempfindlichkeit (mV)
Stand-By-Schaltung
Phase
Bestückung       
Abmessungen (HxBxT) cm
Versorgungsspannung (V)
Ausführung

QUBE 12

active subwoofer
bass reflex, downfire
500/600
20...200
50...200 variable
250
<0.5 W
0/180°
320 mm Ø
50 x 40.4 x 49.3
115/230 ~ switchable
black/white high gloss
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Perfect your listening enjoyment. The rich strokes of a double 
bass, the wrath full rumble of a storm and the crack of thunder 
– often it‘s not until you use a subwoofer that these become 
a true sonic experience. Getting those long low-frequency 
sound waves oscillating optimally calls for targeted devel-
opment of speaker diaphragms, cabinets, electronics and, of 

course, their optimum interaction. Subwoofers take the strain 
off your other speakers, enabling them to concentrate fully on 
the high to low-midrange. Active subwoofers offer additional 
support via an integrated end stage.

QUBE 10

active subwoofer, bass reflex, 
downfire
200/280
22...200
50...200 variable
250
<0.5 W
0/180°
260 mm Ø
42 x 32 x 39
115/230 ~ switchable
black/white high gloss, 
black/white silk gloss 

QUBE 8

active subwoofer
bass reflex, downfire
100/130
30...200
50...200 variable
300
<0.5 W
0/180°
220 mm Ø
37.5 x 29 x 35
115/230 ~ 
black/white high gloss, 
black/white silk gloss

QUBE 7

active subwoofer
bass reflex
70/100
33...150
50...150 variable
250
<0.5 W
0/180°
220 mm Ø
32.6 x 29.6 x 31.5
230 ~ 
baffle: black/white high gloss, 
cabinet: black décor, white décor
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FACTS QUBE RANGE

· Completely new design; high-gloss finish

·  New big high excursion drive units with double-magnet-systems and big voice coils deliver massive bass impact due to 
their high power capability and mechanical strength (32cm, 26 cm, 22 cm)

· QUBE 12 with XLR connection
� 
· Soft clipping and peak limiter
� 
· Green technology – energy saving
� 
· Sophisticated craftsmanship
� 
· Excellent price / ability ratio
� 
· Reduced flow noise due to different bass reflex construction
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