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The quadral RONDO is an active desktop speaker that meets
the highest demands regarding design, functionality and sound
quality. The up-scale appearance of the RONDO's compact,
wooden housing comes from its black or white high-gloss fi
nish and the controls that are made from solid aluminium.

The outstanding RiCom V tweeter and the titanium-damp-
ened 4.5 inch woofer are both driven by a powerful 100 W
power amplifi er and this combination guarantees astounding
and exciting acoustic reproduction. Tablets, PCs and smart

SPECS AND FACTS

phones can be linked to the RONDO via the wireless Bluetooth
network. A USB input with a soundcard function enables a di-
rect connection to be established between the speaker and a
laptop or a PC, so that music with fascinating sound quality
can be played from databases. A subwoofer can also be inter-
faced to the RONDO using a separate output that has its own
automatic high-pass circuit.

The quadral RONDO is the active desktop speaker with an
“extra touch”.

RONDO RONDO aktiv
Type: 2-way active loudspeaker, bass reflex
Power (W): 2x50/70
Harmonic distortion. (Klirr): <1%
Frequency response (Hz): 55...50,000
Ports: Analogue RCA (stereo)
Digital 1xUSB
Bluetooth ves
Output: Sub Out 3.5 mm mono mini-handle, with a switched high pass filter
Speaker: Woofer 135 mm @ titanium-PP
Tweeter RiCom V
Dimensions (HXWxD) in cm: 28x15%x21,5

Weight (kg):
Finish:

active: 4.52/passive: 4.41
black high gloss/white high gloss
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FACTS RONDO ACTIVE

- Desktop monitor with superb acoustical performance. Let your Computer, Tablet, Notebook, Smartphone go hif-fi
Multiple connection as:
-Analogue Input — RCA stereo
-Digital Input — USB B with sound card function
- Bluetooth Input— with aptX protocol which guaranties music performance in CD quality
- Subwoofer output - with automatic high-pass circuit
-integrated power supply
- Easy connection in bluetooth mode without any access code

- High-end RiCom V ring transducer technology of our famous PLATINUM M range for superlative high-range reproduction.
Ultra-fast membrane with broad emission characteristics. Including wave guide technology

- 100W power (2 x 50W). 1 active speaker — 1 passive speaker

- 4.5 inch woofer with titanium coated cone material for even more precise, detailed sound reproduction
- The automatic high-pass circuit guarantees a formidable level stability of the complete system

- Controls and srewable feet are made from solid aluminium

- Covers are held by magnets — with the accent on design standards

- High gloss black and white finish

Operating elements of metal
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